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Fastening & Structural Connections

Group: 1409
Resin Anchor Rod VMZ-A

Load values

M8/50 M10/60 M12/80 M12/120 M16/125

Tensile load [kN]

C20/25 5,8 7,6 11,7 22,9 22,9

C25/30 6,5 8,5 13,1 25,6 25,6

C30/37 7,1 9,3 14,3 27,1 28,1

C40/50 8,2 10,8 16,6 27,1 32,4

C50/60 8,6 11,9 18,5 27,1 36,2

Shear load [kN]

C20/25 2) [kN] 8 12 19,4 19,4 36

≥ C30/37 2) [kN] 8 12 19,4 19,4 36

Bending moment [kN] 17,1 34,3 60 60 152

Fire loads

Permissible load R30 per. F [kN] 1,69 3,38 5,8 5,8 7,62

Permissible load R60 per. F [kN] 0,07 0,83 3,11 3,11 5,81

Permissible load R90 per. F [kN] 1,14 1,14 4,01

Permissible load R120 per. F [kN] 3,11

Application dimensions

Borehole diameter d0 [mm] 10 12 14 14 18

Borehole depth h1 ≥ [mm] 55 65 85 130 133

Anchoring depth hef [mm] 50 60 80 125 125

Torque when anchoring 
Tinst [Nm]

10 15 25 30 50

Minimum component thickness 
hmin ≥ [mm]

80 100 110 160 170

Characteristic centre distance 
Scr,N [mm]

150 180 240 375 375

Characteristic edge distance 
Ccr,N [mm]

75 90 120 187,5 187,5

Minimum centre distance 
smin [mm]

40 40 40 50 60

Minimum edge distance 
cmin [mm]

40 40 50 50 60

All values refer to cracked concrete.


